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Gavita Pro 270e LEP US

General product information
Product name: Gavita Pro 270e LEP US
Manufacturer: Gavita International bv

Version: 120 - 240 Volt
Part number: SUP: 18.50.34.24.20.01 
Part number: GROW: 18.50.34.24.20.02

Compatible products and accessories
Product name Gavita part number

Power cords: Power cord US 120 V, 16 ft / 5 meter 44.30.41.11
Power cord US 240 V, 8 ft / 2,5 meter 44.30.41.10
Power cord US 240 V, 16 ft / 5 meter 44.30.41.09
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Technical specifications
Product name: Gavita Pro 270e LEP US
Version: 120 - 240 Volt (+/- 10%) SUP 120 - 240 Volt (+/- 10%) GROW
Input current: 2.75 - 1.5 Amps 2.75 - 1.1 Amps
Input power at 100% 290 Watt (+/- 3%) 290 Watt (+/- 3%)
Power factor: 0.95 - 0.99 0.95 - 0.99
Input frequency: 50-60 Hz
Inrush current: < 50 A
Product weight: circa 16.5 lbs
Dimensions (LxWxH): 24.8” x 12.8” x 9.8”
Temperature ambient: 32-95 °F
Relative humidity: 25 – 70% (non-condensing)
Light Source: LUXIM LiFi STA 41.01 or 41.02 plasma emitter

Legislation
CE | UL | CUL

Included accessories
User manual, power cord, brackets


